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and teed it into the transfer slot (54), until it becomes visible between ,,..@..;._,,,éj;,W~l~*i‘ttllltw

the typewheel and the printing hammers. Insert end of tape between
feed rollers and advance tape by turning the knob (36). Be careful to CRYPTO AG
place the tape exactly as shown on Fig. 4. Do not use gummed tape!
The reason for the two dierent keys (4) for each machine is the fol-
lowing: In certain cases the inner settings of the machines are arran-
ged by special personnel and it is then not desired that the operator
has access to these settings. In such cases the persons in charge ot
the inner settings keep the keys with two notches, which open both
the main cover (2) and the lid (32) of the machine, while the operator L9 Cryptographe <<Hagelin», type
is given the key with one notch which opens only the main cover (2). Instructions d’emploi

The machine is normally supplied with alphabet ring, type wheel
unit, six keywheel units, 45 lugs for the bars, oil can, screw-driver,
tools for the rearrangement of pins and lugs, receptacle with spare A. Introduction

ink rollers’ carrying strap and two sets of two keys‘ La machine type C-52 remplace les machines des séries C-3 et C-4

qui ont été sur le marché depuis 1935. Extérieurement, elle ressemble

Attached: 8 pictures NO’ 036/1 to 036/8 a la machine type C-446A, mais elle présente des perfectionnements

et des avantages considérables tant du point de vue cryptographique
que du point de vue de la construction. Elle ore aussi l‘avantage de

pouvoir correspondre avec les machines de l‘ancien modele.

Les perfectionnements cryptographiques les plus importants
sont:

1. Roues-clés: Les roues-clés ont des divisions jusqu'a 47 (le maxi-

mum des anciennes machines était 26). On ale choix de 6 parmi

12 roues-clés diérentes lors de l'achat de la machine, et leur

position dans la machine peut étre changée a volonté.

2. Tambour a réglettes: En plus des 27 réglettes de l'ancien modele

on a 5 réglettes pour l'avancement des roues-clés.

3. Jeu de roues-types: Le cadran indicateur et l'ensemble des roues-
types sont amovibles. Un grand choix de combinaisons d‘alpha-
bets diérents peut étre livré.

Grace a ces améliorations le chire obtenu par ces machines sera

encore plus compliqué que dans les machines de |‘ancien modele.
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